
 

 

Scrutiny Comments on examination of draft Review of Mining Plan submitted under 

rule 17 (2) of MCR,2016 in respect of Gudeghar Bauxite Mine of M/s Infrastructure 

Logistics Pvt. Ltd. over an extent of 91.58 Ha situated in Gudeghar Village, Mandangad 

- Taluka, Ratnagiri -  District of Maharashtra State for the period from 2020-21 to 

2024-25. 

 

GENERAL 

1. Lessee is a company. Hence, a Latest list of board of directors duly certified by 

competent authority along with address/contact nos. to be enclosed.  

2. The resolution of lessee Co.’s Board regarding nominated owner/partner/director of 

the mine, for signing these documents is enclosed by signing the director and 

authorized himself. These documents may be submitted after signature of all board of 

directors (BOD) or by the company secretary on behalf of the BOD. 

3. Status of all statutory clearances like FC/WLC/direction of Courts/special permission 

etc. as obtained/received should be given in introduction along with documentary 

proof as enclosure. 

4. Para 3.3: Review of exploration, ROM production, Waste generation, D&P,  and 

Afforestation etc. to be carried out properly and to be given upto the  current month. 

Further, the achieved figures to be furnished as per the figures submitted in the 

corresponding Annual Returns / Monthly Returns. 

5. Review of details of protective measures undertaken was not done properly. 

 

MINING 

6. The ROM & crushed ore Stocks details were furnished but not as per the 

corresponding returns figures as reported. So, this to be furnished as per the details 

furnished in the annual/monthly return. 

7. Year-wise tentative Excavation in Cubic Meters to be indicated from (b) In-situ/ Float 

Ore excavation as per guideline. Then, a NOTE to be added below the proposed year 

wise excavation summary Table  regarding tentative  tonnage as arrived considering 

Recovery % and Bulk-Density (Tonnage factor) based on time series data and  

samples test. Documentary proof for bulk density/ T.F. and Recovery % considered to 

be submitted. It should be from NABL accredited lab. or Govt. lab.  

8. Mine Design parameters to be mentioned in the text. Back-up calculation of 

Development & Production (D&P) for the proposed period to be furnished. 

9. The Locations for year wise proposal for excavation, backfilling, plantations etc. to be 

furnished in the text and same to be properly depicted in the corresponding 

Plan/sections.  

10. Year wise working and other proposals to be given based on the current field position 

in view of the systematic & scientific mining. 

11. Excavation proposal to be given within the area of proved category reserved. 

12. Working proposal to be given after leaving the statutory barriers from lease boundary, 

nallah and other important surface features. 

13. Sufficient proposal for protective measures to be given to substantiate the 

environmental requirement. 

14. R & R to be discussed properly with existing as well as proposal. 

 

15. Para 3.d):- Rainwater management plan i.e. drainage plan (Flow chart) along with 

arrangement for arresting solid wash off should be given. Existing arrangement and 



proposal for protective measures to control wash-off from flow of rain water should 

be given in quantified terms. 

 

 STACKING OF MINERALS REJECT/ SUB-GRADE AND DISPOSAL OF WASTE 

 

16.  The proposed area as earmarked for stacking the minerals to be furnished with 

coordinates in the text and same to be given in quantified manner. 

17. The disposal of waste may be shown properly in the plan and to be safeguarded with 

substantial protective measures. 

 

PROCESSING OF ROM AND MINERAL REJECT 

 

18. The details of the proposal of processing /screening/crushing units to be describe 

with proper flow sheet or schematic diagram indicating the feed, product, recovery 

and its grade etc. 

19. Indicate the details of dust suppression arrangement required to protect the 

degradation of environmental parameters and its monitoring mechanism 

PMCP 

 

20. The details of protective measures and PMCP compliance in year wise to be furnished 

in the tabular form. 

21. Year-wise distribution of reclamation & rehabilitation to be described. 

22. Para 8.6:- Financial Assurance:- The proposal area for reclamation and rehabilitations may 

not be exempted for consideration of calculation in the current period. Further, the 

qualified amount (B.G) of financial assurance to be submitted along with the final 

submission of documents. 

 

Enclosure:- 

. 

23. Annexures to be paged and indexed properly. 

24. Annexures to be furnished as per the Guideline/Format of “IBM manual on appraisal 

of Mining Plan-2014”. All the annexure to be properly indexed with numbered and 

paged.  

 

PLATES:- 
 

25. Rule 31, 32 & 34 of MCDR, 2017 and convention of MMR-1961 to be followed for 

preparation of plans & sections. 

26. Statutory provision to be marked properly from the existing seasonal nallah and 

working proposal may not be extended to the safety zone. 

27. The proposed area as earmarked for stacking the minerals to be shown with the 

proper coordinates in quantified manner and shape. 

28. Protective measures to be shown properly in the corresponding Plan & Sections. 

29. All relevant plans to be re-prepared/modified in view of above comments. 

 

Geology and exploration:- i) Under details of samples analysis number of core, pit, 

trench samples analyzed so far needs to be discussed. ii) Entire mineralized area should 

be explored under G-1 level of exploration; accordingly exploration proposals should be 

given. iii) Reserves estimation is not discussed properly. The details of bulk density and 



recovery factor taken for reserve estimation are not given properly. iv) Buck density and 

recovery factors should be taken based on the test conducted. How bulk density and 

recovery factors taken for estimation of reserves needs to be discussed. v) In the table 

given for detailed reserve estimation details of sectional area, influence, volume, and bulk 

density and recovery factor taken for tonnage calculation etc are not given. vi) Lateral 

extension from the extreme borehole cannot be taken for estimation of reserves on 

geological sections it is observed that in most of the sections lateral extension is taken for 

estimation of reserves and same cannot be considered. So reserves needs to be re-

estimated without taking lateral extension from the extreme borehole.  

 

Plates:-  

Geological plan and cross section:- i) Re-check and correct the lithology shown on 

Geological plan and cross section. In some of the cross sections lithology is not matching 

with the geological plan. ii) On Geological plan and cross section the mineralized portion 

should be indexed grade wise as mentioned in the detailed calculation given in text, 

instead of lowgrade, medium grade, al.laterite  etc. iii) On geological plan section lines 

are not shown at 50 mtr interval.  

 

 

 

 

 

 


